IOGEAR USB to Serial Adapter
Microsoft Windows Installation Instructions
2000, Millennium, and 98SE

1) Insert the IOGEAR Installation CD-ROM into your computer.

2) You will see the README for the IOGEAR installation CD-ROM.

Readme

Please read the following information carefully and print the readme file if necessary.

IOGEAR GUC232A USB/PDA SERIAL CABLE INSTALLATION
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Meeds to be modified according to O3
Dio the following once the installation has of this CD-ROM has finished

WIND OWS 98/ME

1."Update Device Driver Wizard" Select "Specify the location of the diiver (Adwvanced)

2. Make sure "Removable media (floopy, CD-ROM..)" is unchecked

3. Check "Specify alocation:", click on Browse and select the folder "COGEAR

GUCZE2Z4" folder and click "OK" Ll
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3) After you click Continue, you will be presented with the End User Agreement of
the IOGEAR USB to Serial Adapter.

It is strongly suggested that you read in the End User Agreement in its entirety.

Once you have finished reading, you may select “I accept the terms in this License
Agreement” if you wish to continue the installation procedure.

End-User Agreement

Please read the following license agreement carefully.

I0GEAR USER AGREEMENT j
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4) You will now begin the installation procedure. Click “Start”
F-_Begin IOGEAR GUC232A Installation

Begin Installation
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5) The installation procedure will begin.

F. Installation in Progress ...




7) Now you may plug-in your IOGEAR USB to Serial Adapter to complete installation.

Once you plug-in the adapter, Windows will say that it has found a USB/Serial
Controller

Found Mew Hardware
i USB-Senal Contraller
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8) Windows will tell you that New Hardware has been found. Click Next

ound New Hardware Wizard

Welcome to the Found New
Hardware Wizard
Thiz wizard helps you inztall & device driver for a

hardware device.
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To continue, click Mest.
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9) Windows will now ask you if you wish to search for the device driver.

Select “Search for suitable device driver for my device (recommended” then click
Continue

Found MNew Hardware Wizard

Install Hardware Device Drivers
A device driver iz a software program that enables a hardware device to work with
an operating syztem.

Thiz wizard will complete the installation for this device:

@_ USB-5erial Controller

A device driver iz a software program that makes a hardware device work. Windows
needs driver files for pour new device. Ta locate driver files and complete the
inztallation click Mext.

wihat do you want the wizard ta do?
% Search for a suitable driver for my device [recommended)

" Display a list of the known drivers for this device so that | can choose a specific
driver
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10) Windows will now ask you to insert the Manufacturer’s driver disk into the CD-
ROM.

Type in: C:\IOGEAR GUC232A

Found New Hardware Wizard x|
Inzert the: manufacturer's installation disk into the drive oK. |
=l selected, and then click OK.

Cancel

Lopy manufacturer's files from:

IE:'\IDGEAH GUC2324

....then Click OK
11) Windows will now tell you that a device driver has been found.
Click Next

jjFound New Hardware Wizard ]

Driver Filez Search Results o
The wizard has finished searching for driver files for wour hardware device.

| The wizard found a driver for the following device:

: C@ USE-Serial Contraller

Windows found a driver for thiz device. To install the diiver Windows found, click Nest.
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12) Windows will now tell you that the device driver installation has been completed.

Click Finish

Found Mew Hardware Wizard i

Completing the Found New
% Hardware Wizard

IOGEAR USE to Seral Bridge

“Windows has finizhed instaling the software for thiz device.

To cloze thiz wizard, click Finish,

13) Once you have completed the installation, you’re probably going to want to know
what COM port your IOGEAR USB to Serial Adapter is installed as.

Open Device Manager by Right-Clicking on the My Computer icon on your desktop,
then click Properties.

Select the Device Manager tab.

l User Profiles ] Audvanced ]

General ] Metwork Identification £

Hardware \Wizard

;@ The Hardware wizard helps vou install, uninstall, repair,
Ry :_; unplug, eject, and canfigure your hardware.

Hardware ‘izard...

Device Manager

] The Device Manager lists all the hardware devices installed
— 4 onyour computer. Use the Device Manager to change the

i

properties of any device.

Diriveer Sianing... Device Manager...

Hardwsare Profiles

x Hardware profiles provide a way for you to set up and store
@ different hardware configurations.

Hardware Profiles. .. |
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14) Click the Device Manager button. You will see the Device Manager of your
computer.
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-2 DVDYCD-ROM drives
--ﬁ Hurnan Interface Devices
£2 IDE ATAPATAPT controllers
&% Keyboards

™y Mice and other pointing devices
= Monitors

BB Network adapters

- W Ports (COM & LPT)

,;y" IOGEAR USE fo Serial Bricdge (COM4)
;”f Blustooth Communications Port (COM3)
- Sound, video and game controllers

+- B System devices

-- Universal Serial Bus controllers

S Display adapters

The (COM4) represents which Communications Port your IOGEAR USB to Serial
Adapter is assigned to.

ATTENTION! - Windows 2000 & XP Users

You may change this by double-clicking the IOGEAR USB to Serial Bridge (COM4) in
the Device Manager, select Port Settings, and click the Advanced button.

Advanced Settings for COM4

2]

— ¥ Use FIFD buffers [requires 16550 compatible LART)

0K
Select lower settings to comect conhection prablams.

Cancel
Select higher settings for faster performance.

flek

Defaults
Receive Buffer: Low 1)

J High[14] 4]

Tranzmit Buffer: Low (1)

J High [16]  [1E]

COM Port Mumber: IEDM4 'I

The COM Port # will change to whatever address you select, then click OK.

However, if you unplug and plug the IOGEAR USB to Serial Adapter into any other
USB port on your computer, this COM Port # MAY change. Leave the adapter in the
USB port you have installed it in, so that the COM Port # will stay the same.



